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Drawing Instructions 
 
An accurate drawing conveys information.  The septic system drawings are required to 
communicate enough information for the purpose of permitting and also building the system.  
They must be done completely, accurately and correctly.   The drawing can be made on any 
size paper provided the following conditions are met.  The drawing must be to scale.  A range 
of 1" =  30' to 60' is acceptable.  The house location, and as much of the property as is relevant 
to the proposal, must be shown on the drawing.    
 
Below is a list of parameters which are required on the site drawing:   
 

Applicable lot lines 
Water bodies: lakes, streams, ponds, streams, rivers, and drainageways 
Buildings including description of current or proposed use 
2' Contour lines with elevations for proposed septic area, septic expansion area, and   building 
area / Benchmark(s) 
Water wells on the property and neighboring wells within 150 feet of the septic areas 
Soil pit locations and identification numbers 
Scale of drawing and directional arrow showing North 
Roads and driveways 
Floodways and floodplains  
Disturbed soil locations and bedrock outcrops 
Date 
Other pertinent information related to the septic system and its operation 
 
Below is a list of parameters which are required on the system drawing: 
 

Building sewer location 
Tank locations and descriptions 
Treatment system location and description 
Dispersal system location and description (if applicable) 
Cross sectional view of system 
Comments and details of system 
Expansion area and notations on type of replacement system 
Directional arrow showing North 
Date 
Other pertinent information related to the septic system or its operation  

           
   


